
1 
 

 

SPARE PARTS 

INSTRUCTIONS # 23 

Date Created: 22/08/2016 Product: Pegasus S4 

Title: Drilling and Tapping for Side Channel Grease Points 
 

SAFETY! Before attempting to make any adjustments or carry out maintenance on the mower, review    

the hazard identification table (section 3a of your Operator Manual) and take all necessary precautions. 

 

 

 

 

 

IMPORTANT: 
If you are fitting Sealmaster Tri-Bolt Roller Bearings (401-000-005) to a Pegasus S4 instead of the Triple 

Lip Seal version (401-000-017), the Side Channel Grease Points MUST be present to allow the Roller 

Bearings to be greased. This document shows the positions to be drilled and tapped. 

 
 

Prior to beginning this process, please see: 

 
 

SPI 22 - Pegasus S4 - Side Channel and Roller Bearing Removal and Replacement 
 
 

This procedure will detail how to remove the Side Channels and Rollers from your Pegasus without affecting the 

cut height. 

 

After completing the drilling and tapping process detailed in this document, please continue with: 

 
 

 

SPI 22 - Pegasus S4 - Side Channel and Roller Bearing Removal and Replacement 
 
 

This procedure will detail how to refit the Side Channels and Rollers to your Pegasus without affecting the cut 

height. 
 
 

 

 

 

 

IMPORTANT: 

When drilling and tapping, ensure that ALL appropriate Safety equipment is worn and all 

necessary precautions are taken. 

 

As this document is used for multiple markets, 

 ALWAYS ENSURE THAT YOU COMPLY WITH LOCAL HEALTH AND 

SAFETY REGULATIONS. 
 

 



2 
 

 

Positon a Side Channel in the work area 

with the Bearing Shield facing UPWARDS 

as shown. 

 

This places the Side Channel in the most 

stable position for Drilling and tapping and 

also provides the easiest access for marking 

out the hole positions. 

 

Check whether you are working on a LEFT 

hand or RIGHT hand Side Channel. A 

LEFT hand Side Channel is shown 

opposite! 

 

 

 

 
Mark out the two points detailed on PAGE 

3 of this document. This applies for Left 

and Right Hand Side Channels for ALL 

Decks. 
 

Once marked, drill and tap using the 

specifications provided on PAGE 3 AND 4 
 

After drilling and tapping, remove any 

debris and sharp edges from the affected 

areas.  

 

 

SIDE Mower Deck Side Channel  

Grease Nipple Fitment: 
 

Fit a 1/8” BSTP Short Straight Grease 

Nipple (208-442-550) into each of the 

tapped holes from the OUTSIDE of the 

Side Channel. 
 

Tighten to secure. 
 

One shown, ALL Side Deck Side Channels 

use the same parts and fitment. 

 

 

 

 

 
 

 

REAR Deck ONLY Side Channel  

Grease Nipple Fitment: 
 

At the REAR positions, fit a 1/8” BSP 

Short Straight Grease Nipples  

(208-442-550) into each of the tapped 

holes, same as the Side decks. 
 
 

At the FRONT position, fit the following, a 

90° Grease fitting (450-152-822), a Straight 

Grease fitting (450-900-037), and a 67.5° 

Grease nipple (208-442-620). 
 
 

Connect the two grease fittings using  

8” / 200mm of Grease Line Tube  

(903-007-031). 
 

Tighten all fittings to secure. 
 

One side shown, BOTH Rear Deck Side 

Channels use the same parts and fitment. 

67.5° Grease Nipple 

Straight Grease Fitting 

Grease Line Tube 

90° Grease Fitting 

1/8” BSP Grease Nipples 

Bearing Shield facing 

UPWARDS! 
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